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Pro Rib Brite White 360 Wide X 680 Ldhg

Top Wall Wheel Ring 3
Base Ring 3
1 106 X 680 Al umi num Tu b(&al Support Tubes) 9
#1032 X 3/ 80 Sl otted | nd(Siding&Saewdi&eWhedNBcewsi260 |
#1032 X 3/ 80 Phill i ps P a(Bidingéeap dointshac hi ne33Scr
#1032 X 10 Phillips Pan Head Machine Scr
#1032 Nylon Lock Nuts SS (Where Needed) 39
#1024 X 10 Phillips Waf e (WalHabaesto Ring Seictior3)y i 361 i
1 620 X 10 Hex Bolt SS
I 0 X 1 106 Hex Bol t S S(DoorFrame to Ring Section) 4
I 0-20 Nylon Lock Nuts 4
Caulking (Under Base Ring & Door) 3
36 X 60 Steel Door & Alum. Frame W/Dead Bolt Lock Set
Inside Enclosure Foam (Siding Top & Bottom) 22
Rotation Wheels in SS Bracket (Dome Rotation Wheels)
Guide Bracket W/Roller (Dome Rotation Guide)
Anchor Bolts (Wood Lag or Cement) 27

28 16%‘

17 P
14
Wood Lag Bolt 5/

=]
@ t—— ”t)-)PPHW : g
Sl ) \i

-
Concrete 5/ 16 3




Start by laying out the base ring sections, (there are 3) place the door opening wh
you want it. | f on concrete drill 5/
have all the holes drilled clean off the area.

Starting with one section of base ring, put several beads of caulking on the botton
of the base ring and then very carefully put it back in place and then fasten it dow
with the anchor bolts.

Now do the other 2 sections the same way you did the first sections. After doing
all 3 base ring sections it should look like the top photo.



Once you have the base ring anchored in place attach the wall
support tubes to the base ring.
rectangle tubes on each section joint there are 3 the otler 6

| 0 square tubes go inline with t
the base ring. It should look like the photo above. To attach the
tubestothe baseringdrit2/ 16 6 hol es one on
where each tube goes, thenusef202 4 x 1d Phi | | i
Head Self Drilling Screws each tube as pictured above. Use a
level to plumb each tube as you go.

t
ps



Now stand the door assembly in place, then place a section of

the top wheel ring over the do@ach end of the wheel ring

section bolts to the center of eas
Fasten them the same way you fastened the tubes to the base

ring, the tubes should be spaced evenly top and bottom. Now

drill a 10 hole in the center of
install a 10 X 10 hex bolt and nu
place for now.



Now bolt the other 2 top wheel ring sections on to the

tubes the same way you bolted the first top wheel ring
section to the tubes. The tubes should be spaced evenly top
and bottom. It should now look like the photo above.



Now remove the door assembly from the building frame work. Now
take a piece of steel siding and locate the wide lip side of the sheet, now
place the wide lip side of the steel siding flush with the edge of the base
ring at the door opening, (1) Now mark where the center of the high rib
on the siding is on the top and bottom ring sectifRsd Arrows) Now
remove the piece of siding and install a section of the enclosure foam
flush with the top of the base ring and bottom edge of the top ring
sections, keeping the rib on the form centered to the mark you @at on
ring sectiorearlier.

This enclosure foam is to help keep bugs and dust ouit.



Now replace the piece of steel siding, (If you made your deck or
concrete pad the right dia. You can let the sheet go past the base ring
slightly to cover the base ring and prevent any moisture from
seeping under the base ring,) if not space the sheet of siding about
I 0o off your deck or concrete pad,
t hrough the base rifynugapaitseihmegor a 5/ 3
11/ 64t ho 1 f vy o uFadtenthe stdel sidirginglace h e h
with the 1032 X 3/8 Hex Head ScrewsNote the #168 2 X 3/ 8 0
hex head screws do cut there own thread but they do work better if
you tap the hole first.

NO SCREWS AT THE TOP OF THE
SHEET YET!!



Now place the second sheet of siding in place. When the sheet is in
place mark the center of the high rib on the base and top ring like you
did the first sheet. Remove the sheet and place the enclosure foam in
place top and bottom. Now replace the sheet of siding making sure the
narrow lip of the first sheet goes over the wide lip of the second sheet.
Make sure the lap is tight all along the length of the siding, there
should not be any gaps on the outside of theNaw check the
spacing at the bottom of the siding it should be the same as the first
sheet of siding. You should drill the 3 holes in the lip of the first sheet
of siding through the second sheet and fasten in place with(0332
X 3/ 80 Phillip Pan Head Machine
inside then drill the holes in the bottom of the siding through the base
ring and install the 132 X 3/8 Hex Head Screws,
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Now add a third sheet of siding going through the same steps as the
first 2 sheets of siding with only the lap and bottom of each sheet
screwed in place.

(Dondot forget the enclosure



